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Technical Data Sheet


ASO®-DecorChips


Art.-No. 2 06418


Decorative blend of coloured chippings


ASO-DecorChips are a lightfast and softener-free

PVA based blend of coloured chippings.

Areas of application:

ASO-DecorChips are for scattering into epoxy or

polyurethane coatings for producing decorative coloured

finishes. Application can be as an open or tight scatter

e.g. in showrooms, sales floors, stairwells, covered

walkways etc.

Technical Data:

Colours:


light grey to beige

dark grey

beige to red to orange

white to black

approx. 3–5 mm Ø


Product preparation:

ASO-DecorChips are sprinkled evenly into the still

fresh coating by hand or using a compressed air-operated

cup gun.

Prior to applying the top coat ASODUR-V2250 remove

all non-bound ASO-DecorChips.

Where the scattering is “tight”, then intermediate abrasion

is required in order to adjust for high lying

ASO-DecorChips and achieve an even depth.

Following intermediate abrasion, thoroughly remove the

abrading/abraded media with care; when this step is not

followed there can be colour variations in the top coat.

Before application of base coats and top coats, follow the

instructions in the relevant current technical data sheets.


Grain size:

Consumption:

“tight” scatter:

approx. 650–800 g/m²

“open” scatter:

approx. 10–150 g/m²

Packaging:

1 and 5 kg box

Storage:	dry, 24 months in the

original unopened packaging


The rights of the buyer with regard to the quality of our materials are based on our terms and conditions of sale and delivery. Our technical advice team will be happy to advise you in the case

of requirements that exceed the scope of the application described here. In order to be binding, a legally binding written confirmation is required. The product description does not release the

user from a duty of care. Lay a test area in the event of uncertainty. This version becomes invalid in the event of a new version being issued.
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